Foodservice | Dishwashing

TECHNICAL DATA
WASH CYCLES

Cycle Time [s]
THEORETICAL CAPACITY*
Baskets [cestas/h]
Plates [platos/h]
Glasses [vasos/h]
WATER CONSUMPTION

Tank capacity 1

Boiler capacity

Rinse water 1
consumption

per cycle *2

TEMPERATURES

Tank temperature [°C]
Rinse water [°C]
temperature

DIMENSIONS

Width [mm]
Depth [mm]
Height with hood [mm]
closed *3

Height with hood [mm]
open

Height with HRS [mm]
Operating height [mm]
Useful height [mm]
Basket size [mm]
ELECTRICAL SPECIFICATIONS
Total power [kw]
conected(Alt/Sim)

Fuse protection [A]

Wash pump (P1) [kw]
Tank power kW]
Rinse pump [kw]
Boiler power [kw]
Connection (factory

default)

OTHER INFORMATION

Min. inlet [eC]
temperature

Max. inlet [eC]
temperature

Grid pressure [bar/kPA]
Grid pressure [bar/kPA]

requerida para HRS

Max. drain height [mm]
(only B models

Noise level (dBA) [dBA]

Moisture
protection

Net/gross weight [kl

Net/gross weight kgl
With%lRS 9 g

Spray Arms
ACCESSORIES

Glasses basket [un]
Small cutlery basket  [un]
Baskets for plates [un]

AD-125

55/75/120/480

65
1170
2340

28
10

2.4

60 (55-71)
82 (65-85)

712
750 (827)

1465

1940

1990
820-890
430
500x500

Ver tabla

Ver tabla
0.75

2.1

0.25

9

400V/50Hz/3N~

15

60
1.0-4.0/100-400
2.0-4.0/200-400

600

<65
IPX5
111/129
127,147

sst

ADVANCE

AD-125 eco

55/75/120/480

65
1170
2340

28
13

2.4

60 (55-71)
82 (65-85)

712
750 (827)

1465

1940

1990
820-890
430
500x500

Ver tabla

Ver tabla
0.75

2.1

0.25

400V/50Hz/3N~

15

60
1.0-4.0/100-400
2.0-4.0/200-400

600

<65
IPX5
109/127
125/145

sst

372

CONCEPT +
COP-144

55/75/120/600

65
1170
2340

33
10

2.4

60
85

712
750 (827)

1465

1940

1990
820-890
430
500x500

Ver tabla

Ver tabla
0.75

4.5

0.25

9

400V/50Hz/3N~

15

60
1.0-4.0/100-400
2.0-4.0/200-400

130/600(B)
<70

IPX4
97/115
113/133

sst

CO-142

55/75/120/600

65
1170
2340

33

2.4

60
85

712
750 (827)

1465

1940

1990
820-890
430
500x500

Ver tabla

Ver tabla
0.75
4.5

9
400V/50Hz/3N~

15

60
2.0-4.0/200-400
2.0-4.0/200-400

130/600(B)
<70

IPX4
95/113
111/131

sst

CONCEPT

CO-110

90/120/180/600

40
720
1440

33

2.4

60
85

712
750 (827)

1465

1940

1990
820-890
430
500x500

Ver tabla

Ver tabla
0.75
4.5

6
400V/50Hz/3N~

15

60
2.0-4.0/200-400
2.0-4.0/200-400

130/600(B)
<70

IPX4
95/113
111/131

sst



